
Luminaire
Code Neo 15w 4000K 55 Degree Downlight
Name Neo 15w 4000K 55 Degree Downlight
Measurem.
Code 855
Name Neo 15w 4000K 55 Degree Downlight

Luminaire Flux     1507.12 lm Luminaire Power  15.20 W Efficacy    99.13 lm/W Efficiency 100.00%

Sources Flux     1507.12 lm Maximum value 1446.67 cd/klm Position C=45.00 G=1.00 CG Asymmetrical

Round Luminaire Diam. 70 mm Height 1 mm
Round Luminous Area Diam. 70 mm Height 0 mm

Horizontal Luminous Area 0.003848 m2 Emitting area on Plane 180° 0.000000 m2
Emitting area on Plane 0° 0.000000 m2 Emitting area on Plane 270° 0.000000 m2
Emitting area on Plane 90° 0.000000 m2 Glare area at 76° 0.000931 m2

Coordinate system CG Symmetry Type Asymmetrical
Date 11-06-2021 Maximum Gamma Angle 180
Measurement Distance  0.00 Measurement Flux 1507.12 lm

Operator Rated Voltage 
Temperature 25.00 °C Rated Current
Humidity 60.00 % Photocell
Notes

Line Code 
NEO 15W 55D 4K

Pow. [W] Q.ty
 15.20 1

C.I.E. 96   98   100   99   100 D DIN 5040 A61
F UTE 0.99 A + 0.01 T B NBN BZ 1
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ULOR  0.86 %

DLOR 99.14 %

RN  0.86 %

Luminaire Lamps

Name
Neo 15W M14 LED Downlight Module + K7.0 Mount Ring
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Luminaire
Code Neo 15w 4000K 55 Degree Downlight
Name Neo 15w 4000K 55 Degree Downlight
Measurem.
Code 855
Name Neo 15w 4000K 55 Degree Downlight

Luminaire Flux     1507.12 lm Luminaire Power  15.20 W Efficacy    99.13 lm/W Efficiency 100.00%

Sources Flux     1507.12 lm Maximum value 1446.67 cd/klm Position C=45.00 G=1.00 CG Asymmetrical

Width at 50.00 % of Max Intensity

H[m] 1.00 2.00 3.00 4.00 5.00 H[m] 1.00 2.00 3.00 4.00 5.00
OA 0.50 0.99 1.49 1.99 2.48 OC 0.50 1.00 1.50 2.01 2.51
OB 0.48 0.95 1.43 1.90 2.38 OD 0.50 1.00 1.50 2.01 2.51

Luminous Intensities [ cd/klm]
0 5 15 25 35 45 55 65 75 85

OA 2174.60 2131.10 1771.90 1182.20 257.15 36.85 27.03 19.52 5.21 0.10
OB 2174.60 2068.40 1656.00 1114.50 274.13 37.59 27.84 19.30 4.16 0.08
OC 2174.60 2125.50 1761.60 1193.50 292.82 36.76 27.20 18.72 5.76 0.29
OD 2174.60 2125.50 1761.60 1193.50 292.82 36.76 27.20 18.72 5.76 0.29

[m] Max Medlux lux

5.00 87 47
4.00 136 73
3.00 242 130
2.00 545 293
1.00 2179 1171

 AB 
C

D  O

Alpha=25.4°+26.4° Beta=26.6°+26.6°G=0.0°
Max not at G

H[m] D[m] Med
lux

Max
lux

1.00 0.97 2179 1171

2.00 1.94 545 293

3.00 2.92 242 130

4.00 3.89 136 73

5.00 4.86 87 47

Alpha=25.4°+26.4° G=0.0
Max not at G

H[m] D[m] Med
lux

Max
lux

1.00 1.00 2179 1171

2.00 2.01 545 293

3.00 3.01 242 130

4.00 4.01 136 73

5.00 5.02 87 47

Beta=26.6°+26.6° G=0.0
Max not at G
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Isolux  (Floor)

Luminaire position X=0.00m  Y=0.00m  Z=2.50m
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PERCENTAGE ISOCANDLES

Projection: Equal Area     SLI 11.5 Tight     Tilting Angle:0°

270 280 290 300 310 320 330 340 350 0 10 20 30 40 50 60 70 80 90

0010 10

20 20

30 30

40 40

50 50

60 60

70 70

80 80

100 100

110 110

120 120

130 130

140 140

150 150

160 160

170 170180180

 G 

 G 

 C  C 

10%

10%
10%

10% 10% 10%
10%

10%

10%20%
30%

40%
50%

50%
60%

60%
70%

80%

80%
90%Spread:   10.8° Narrow

Throw:    5.6° Short


